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VITA SUPRINITY®

VITA shade, VITA made.

Working Instructions

Date of issue: 11.13

Zirconia reinforced lithium silicate glass ceramic (ZLS)

VITA Farbkommunikation

VITA Farbkommunikation

VITA shade controlVITA shade reproductionVITA shade communicationVITA shade taking

VITA shade, VITA made.

VITA ENAMIC 
®
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The Concept

Date of issue: 07. 16

VITA Farbkommunikation

VITA Farbkommunikation

VITA shade controlVITA shade reproductionVITA shade communicationVITA shade determination

The  En   formula for success: strength + elasticity = reliability²

ZR COMPARISON CHART

Zirconia Full Contour Materials Flexural Strength Translucency Isostatic Colours Guarantee

Explore 3D Multilayer 900-600 MPa
graduated

43-49 %
graduated Yes 12 5 Years

SpectraMax 600 MPa 49 % Yes 20 5 Years

Vitality 1150 MPa 44 % Yes 20 5 Years

ZrAdvance 1100 MPa 46 % Yes 20 5 Years

Zirconia Comparison Chart

Zirconia Framework Materials Flexural Strength Translucency Isostatic Colours Guarantee

ZrSpeed 1200 MPa 38 % Yes 20 5 Years

JustZr 1250 MPa 36 % Yes 20 5 Years

ZrSpeed HT 1150 MPa 44 % Yes 20 5 Years

Lava 1250 MPa 32 % Yes 20 5 Years


